
MARY'S RIVER LUMBER CO. 
4515 N.E. ELLIOTT CIRCLE • CORVALLIS, OREGON 97330 

PHONES: (503) 752..0218 & 752..0!22 
OUTSIDE OREGON: 1-800-523-2052 

MATERIAL SAFETY DATA SHEET 

TRADE NAME: 
SYNONYMS: 
CAS. NO.: 

WOOD DUST 
NONE 
NONE 

DESCRIPTION: PARTICLES GENERATED BY ANY MANUAL OR MECHANICAL CUTIINGORABRASION 
PROCESS PERFORMED ON WOOD. SECTION 1 - MANUFACTIJR.ER IDENTlFICA TION. 

Date Revised: 7/93 
Reason Revised: OSHA HAZCOM Update 

PHYSICAL DATA explosion hazard Jf a dust "cloud" 

Boiling Point ...................................................... , ........... Not Applicable contacts an ignition source. 

Specific Gravity ..................................... Variable (Dependent on wood 

species and moisture content) HEALTH EFFECTS INFORMATION 
Vapor Density ................................................................ Not Applicable Exposure Limit ......................... ACGIH n. VIRl; TW A·5.0 mglm'; 

%Volatiles By Vol... ............................. , ....................... Not Applicable STEL (IS min) -10 mglm' (softwood). 

Melting Point ................. ---............................................. Not Applitable TWA ·1.0 mg!m' (certain hardwoods 

Vap<~r Prcsslll"e ............................................................... Not Applitable such as beech and oak) 

-Solubility in H,O (&By Wt.) ................................................... Insoluble 

Evaporation Rate (Butyl Acetateoo=I) ........................... NotAppllcablc 

pH ........................................................................... : ...... Nat Appli~able 
Appearance and Odor ..................... Light to dark colored granular 

solid. Color and odor are dependent 

on the wood species and tim~ since 

dust was generated. 

FIRE AND EXPLOSION DATA 
Flash Point ..................................................................... Not Applicable 

Autoignition Temperature .................... Variable (Typically 400·500"F) 

Explosive Limits in Air ........................................... 40 anunslm' (LllL) 

Extinguishing Media .................................................. Water, CO,. Sand 

Speciall'!re Fighting Procedure .. Use water t<> wet dnwn the wood 

Unusual Fire and 

dust to reduce the likelihood of 

ignition or dispersion of dust into 

the air. Remove burned or wet dust 

to open area after lire is e)(tingllished. 

3xplosion H!l.Z11rd .......... : ............. Wood dust is a strong to severe 

1 See important footnote below concerning OSHA PELs for wood dust 

OSHAPEL: I 

TWA • IS.Om~m3 (total dust) 

5.0mglm' (respirable fraction) 

' In AFL-<::!0 v. OSHA 965 F. 2d 962 (II th Cir. 1992), the ccurt 
overturned OSHA" s 1989 Air Contaminants Rule, including the spe• 
cific PELs for wood dust that OSHA had established at that time. 
The 1989 PEL:! were: TWA • 5,0 mWro'· STE!. (15 mjn) -
1 O,Omefm' (all soft and bard woods, except Western red cedar)· 
weurn red cedar: TWA -2.5mlltm'· 

Wood dust is now officially regulated as an organic dust under the 
Particulates Not Otherwise Regulated (PNOR) or Inert or Nuisance 
Dust categOries at PELs noted under the Health Effects Information 
section of this MSDS. However, a number pf sta!$< haye incot:W· 
!'1!t!ld provisions oflbe I 989 standard in their state plans. Addition• 
ally, OSHA b;p announced tbat jt may cite companjes under the 
OSH Ju:t General pnty Clause Under approprjaw drpumstances foe 

oon=egmp!iance with the I Q89 PilLs, 



Skin and Eye Contact ............ Wood dust can cause eye irritation. PRECAUTIONS AND SAFE HANDLING 
Various species of wood dust can elicit Avoid e;re contact. 

allergic contact dermatitis in sensitized Avoid repeated or. prolonged contact with skin. Careful bathing 

individuals. und dean clothes are indicated after exposure. 

lngestion ................................................................ Not Applicable Avoid prolonged or repeated breathing of wood dust in the air. 

Skin Absorption ............................................. Not known to occur Avoid contact with oxidizing agents and drying oils. 

!nhalation ............................... May cause nasal dryness, irritation, Avoid open flames. 

and obstruction. Coughing, wheezing, 

and sneezing; sinusitis and prolonged 
colds have also been reported. 

Chronic Effects ............. Wood dust, depending on species, 
may cau~e dermatitis on prolonged, 
repetitive contact; may cause 
respiratory sensitization and/or 
irritation. !ARC classifies wood dust 
as a carcinogen to humans (Group I). 
This classification is based primarily 
on !ARC's evaluation of increased 
risk in the occurrence of adenocarci
nomas of the nasal cavities and para
nasal sinuses associated with exposure 
to wood dust. JARC did not find suf
ficient evidence to associate cancers 
of the ocopharynx, hypopharynx, 
lung, lymphatic and hematopoietic 
systems, stomach, colon or rectum 
with exposure to wood dust. 

REACTIVITY DATA 

GENERALLY APPLICABLE CONTROL 
MEASURES 

Ventilation; Provide adequate general and local exhaust ventil-

ation to maintain healthful working conditions. 

Wear goggles or safety glasses. Other protective equipment such 

as gloves and/or approved dust respirators may be needed 

depending upon dust conditions. 

EMERGENCY AND FIRST AID PROCEDURES 

Eyes.................... Fluslt with water to remove dust particles. 

If irritation persists, get medical attention. 

Skin.................... !fa rash or persistent irritation or dermatitis, 

oocur, get medical advice where applicable 

·before returning to work where wood dust 

is present. 

Continuous Contributing to Inhalation .......... . Remove to fresh air. If persistent irritation, 

severe roughing, or breathing difficulties Instability ..................................... Stable under nonnal conditions 
occur, get medical advice before returning 

IncompatibilitY ...... , ...... Avoid contact with oxidizing agents and to work where wood dust is present. 

drying oils. Avoid open flame. Product Ingestion............. Not applicable. 

may ignite at temperatures in excess of 

400°F. 

Hazardous Decomposition Products ................. Thermal oxidative 

degradation of wood produces irritating 

and toxic fumes and gases, including 

CO, aldehydes, and organic acids. 

::onditions Contributing to Polymerization ........... Not Applicable 

SPILL/LEAK CLEAN UP PROCEDURES 
Sweep or va<:uum spitts for recovery or disposal; avoid creating dust 
conditions. Provide good ventilation where dust conditions may occur. 
Place rocovered wood dust in a contain~ for proper disposal. 

IMPORTANT; The information and data contained herein is be· 
lieved to be accurate and has been compiled from sources believed to be 
reliable. It is offered for your consideration. investigation, and verifica· 
tion. There is no wammty of any kind. expressed or Lmplied. concemmg· 
the accuracy or completeness ofthe information and data herein. I 



MFG. NAME: Mary's River Lumber Co. 

ADDRESS: 4515 N.E. Elliott Cir. Corvallis, OR 97330 

PHONE NO.: (503) 752-0122 

WOOD DUST 

CAUTION! 

SAWING, SANDING OR MACHINING WOOD PRODUCTS CAN PRODUCE WOOD DUST WillCH CAN CAUSE A 
FLAMMABLE OR EXPLOSIVE HAZARD. 

WOOD DUST MAY CAUSE LUNG, UPPER RESPIRATORY TRACT, EYE AND SKIN IRRITATION. SOME WOOD 
SPECIES MAY CAUSE DERMATITIS AND/OR RESPIRATORY ALLERGIC EFFECTS. THE INTERNATIONAL 
AGENCY FOR RESEARCH ON CANCER (IARC) BAS CLASSIFIED WOOD DUST AS A NASAL CARCINOGEN IN 
HUMANS. 

- Avoid dust oontact with ignition source 
- Sweep or vacuum dust fur recovezy or disposal 
- Avoid prolonged or repeated breathing of wood dust in air. 
- Avoid dust oontact with eyes and skin. · 

-FIRST AID: If inhaled, remove to fresh air. fn case of contact, t1ush eyes and skin with water. If irritation persists, call a physician 

For additional information, see Material Safety Data Sheet 
Notes: · 
l. * Prev~;~~tative measures and first aid instructions are not req. Q!llabels, but may be added voluntarily. 
2. Labels must be legible and prominently displayed. There are no specific requirements for size, color, or any specified text. 
3. This label is designed to address the requirements of the OSHA Hazard Communication Standard with respect to wood dust. You may want to 

consult other sources such as the American National Standards Institute for general guidance on the preparation of warnings. 


